
19'' 1U Rack Fixed Type Patch Panel

Features:

High quality cold rolled sheet forming, electrostatic powder spraying technology, smooth surface, 

not east to rust. High strength sheet metal, long-term using is not easy to deformation. The edges of 

metal parts are designed with rounded corners to avoid damage to cables. The bottom plate is designed 

with sliding design, for the patch panel already installed on the cabinet, the wiring can be adjusted 

without removing the patch panel.

Application:

♦ Local Area Network 

♦ CATV Network  

♦ FTTx FTTH System 

♦ Wide Area Network 

♦ Test Instruments  

Specification: 

Type 19inch Fixed  Type 

Material 1.0mm (Cold Rolled Steel) 

Size L*W*H (mm) 430*210*1U 

Connector SC/LC/ST/FC etc 

Ports 12/24 ports 

Color Black 

Operating temperature -25 - 55°C 

Related humidity <85%(when the temperature is below 30°C) 

Atmospheric Pressure 70~106Kpa 

Packaging 47*28*47cm/18.5kg/10pcs 
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Part Number:

 

PPN5001: 24ports SC Simplex / LC Duplex 

 

 

PPN5002: 12ports SC Simplex / LC Duplex 

 

 

 

 



PPN5005: 24ports SC Duplex / LC Quad 

 

PPN5006: 12ports SC Duplex / LC Quad 

 
PPN5007: 24ports Horizontal SC Duplex / LC Quad 

 

PPN5008: 12ports Horizontal SC Duplex / LC Quad 

 



Spare Parts:

 

 

Package:

 

 


